
rapidconnect Cat6A 
Ultra-Thin Patch Cables

Cat6AU



Compa�bility
As Unshielded Twisted Pair Cables are one of the most frequently used cables in the 
telecommunications networking system it means they are compa�able with most networking systems.
Compared to the Cat 5e, Cat 6A features stricter specifica�ons with regards to crosstalk and system 
noise. It specifies that performance of up to 250 MHz compared to 100 MHz for Cat 5e.

Category 6A Ultra-Thin
The Category 6A Ultra-Thin Patch cables are next-genera�on high speed ethernet copper cables 
commonly used in various types of industries and workplaces. Category 6A Ultra-Thin Patch Cables are 
also a preferable op�on for network installa�on as the higher speeds ensure any network is upgraded 
for next-genera�on demand. The Ultra-Thin design makes this cable ideal for high density 
environments due to its reduced bend radius. All of these features and more unite to present a copper 
patch cable that is lighter, faster and more damage-resistant than ever before!

Low Smoke Zero Halogen (LSZH)
All rapidconnect cables come equipped with Low Smoke Zero Halogen (LSZH) jacke�ng and 
rapidconnect Cat6A Ultra-Thin Patch Cables are no exep�on. This material limits the emission of smoke 
and halogen when exposed to high heat sources, ensuring the protec�on of the copper cable. This is a 
high quality product that allows our cables to operate and last longer.

Counter Abili�es
rapidconnects Unshielded Twisted Pair Cat6A Ultra-Thin Cables are designed to counter EMI, RFI and 
cross talk. This means the cable does not need any addi�onal sheilding op�ons to protect itself from 
these effects.

Compact Size
rapidconnect Unshielded Twisted Pair Cat6A Ultra-Thin cables are smaller in size and have an overall 
thin design, which gives the cable greater flexibility and makes it easier to place in smaller �ghter 
spaces with ease.

Available Colour Op�ons
rapidconnect Cat6A Ultra-Thin Cables come in a large range of different colours, the colours
available include; Blue, Green, Red, Yellow, Grey, Purple, White, Black and Pink.
Just let Anderson know the colour you require and we can provide this to you.



Email: sales@andcorp.com.au
website: www.andcorp.com.au

Ordering Informa�on
Example Ordering Information:
CAT6AU-0.25B - Rapidconnect Blue 0.25 Metre Ultra Thin 28AWG Cat6A Unshielded LSZH RJ45 Patch Cable

CAT6AU = rapidconnect Cat6A Ultra-Thin LSZH RJ45 Patch Cable
0.25 = 0.25 Metre
B = Blue
E= Green
R= Red
Y= Yellow
G = Grey
U = Purple
W = White
K = Black
P = Pink
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