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Factory tested MTP® Elite / MPO fibre trunks and fibre cassettes allow fast installation of fibre optic cabling
links without the need for specialist fibre technicians. Moves, Adds and Changes can be quickly and
confidently implemented.

The rapidconnect fibre optic cassette enclosure is designed to accept four MTP® Elite / MPO Fibre
Cassettes to provide up to 96 LC fibre connections in 1RU. The enclosure features a front protective cover
which can be easily removed for patching access. Rear cable entries have abrasion protection and multiple
cable tie down points are provided.

The rapidconnect fibre cassettes are available with conventional SC or LC adapters on the front and two
12 fibre or one 24 fibre MTP® Elite or standard low loss MPO connectors on the rear. The cassettes utilise
bend insentive glass in both Singlemode and Multimode to suit a variety of networking applications.

MTP® Elite and low loss MPO multifibre trunk cables use Corning bend insensitive glass to provide
optimum performance in tight installation environments. Trunk cables are made to order to satisfy the
exact requirements of your installation.

MTP® Elite is a trademark of USCONEC

E196P

Weight (kg) 1.4kg

Dimensions (mm)

(Hx W x D) 480x330x 50

E196P 1RU 96 Fibre MTP/MPO Enclosure

suitable for up to 4 x 24 Fibre Cassettes
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