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The rapidconnect HF96 Horizontal Fibre Optic Splice Closure comes standard with four 24
fibre splice cassettes that can slide in or out and lock into place, which means up to 96
fibres can be installed within the product.

So, whether you require 24, 48, 72 or 96 fibres this product will suit all of your requirements.

The rapidconnect HF96 Horizontal Fibre Optic Splice Closure is ideal for long-term use in
areas with greater surface temperatures or stronger UV light.

This makes the rapidconnect HF96 Horizontal Fibre Optic Splice Closures are suitable for
direct underground burial, aerially or wall-mounted environments.
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Key Features :
-Easy to assemble o N el
-Aerial, underground, wall- mountlng optlohs avallable--
-Horizontal design | '
-Holds up to 96 fibres i
-High quality body materlal to ensure-'du,r.' ik
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Product Dimenl
Length
Width
Height
D|ameter 2




Cable Entry Drop Port Style
Cable Entry Main Port Style
Closure Style

Colour

Max. Number of Trays

Max. Number of Fibres
Number of Fibres per Tray
Number of Cable Inlet/Outlet
Sealing of Shell

Sealig of Cable Inlet/Outlet
Mounting

Splicing Type, Supported

Envrionmental Space

2x3mm

Common Optical Cable
Double-Ended

Black

4PCS

96F (Bunchy)

24 Fibres

6 Ports

Rubber Sealing and Screw
Rubber Sealing

Aerially, Wall-Mounted or Burial
Single Fusion

Aerially, Wall-Mounted or Burial

Qualification Standards 1P68

Packaging Quantity 1"

Packaging Type Box

Weight, Net 2.6kg

HF96 Rapidconnect 24/48/72/96 Fibre Horizontal FOSC with 4 Splice Cassettes
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Email: sales@andcorp.com.au
website: www.andcorp.com.au



