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Compa�bility
As Unshielded Twisted Pair Cables are one of the most frequently used cables in the telecommunica�ons
networking system it means they are compatiable with most networking systems.
Compared to the Cat 5e, Cat 6 features stricter specifications with regards to crosstalk and system noise.
It specifies that performance of up to 250 MHz compared to 100 MHz for Cat 5e.

Category 6
Because of its greater transmission performance and better immunity from external noise, 
systems opera�ng over Category 6 cable will have fewer errors vs. Category 5e for current applications. 
This means fewer re-transmissions of lost or corrupted data packets under certain condi�ons, 
which translates into higher reliability for Category 6 networks compared to Category 5e networks. 
Category 6 will be very effective in the residential market to support higher Internet access speeds. 
Category 6 cable will make it easier to meet the residential EMC requirements compared to Category 5e 
cabling. Also, the growth of streaming media applications to the home will increase the need for higher 
data rates which are supported more easily and efficiently by Category 6 cabling.

Low Smoke Zero Halogen (LSHZ)
The minimum standard for new copper cable installations are required to use Low Smoke Zero Halogen
(LSZH) contruction materials and rapidconnect Cat6 Copper Patch Cables are no exeption. This material
limits the emition of smoke and halogen when exposed to high heat sources, ensuring the protection of
the copper cable.

Counter Abili�es
rapidconnects Unshielded Twister Pair Cat6 Cables are designed to counter EMI, RFI and cross talk. This
means the cable does not need any additional sheilding options to protect itself from these effects.

Compact Size
rapidconnect Unshielded Twister Pair Cat6 cables are smaller in size and have an overall thin design, which 
gives the cable greater flexibility and makes it easier to place in smaller tighter spaces with ease.

Available Colour Op�ons
rapidconnect Cat6 Cables come in a large range of different colours, the colours
available include; Blue, Green, Red, Yellow, Grey, Purple, White, Black and Pink.
Just let Anderson know the colour you require and we can provide this to you.



Email: sales@andcorp.com.au
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Technical Data: 

Cable Nominal
Diameter

Cable Nominal
Weight

Max. Pulling
Tension

Min. Bending 
Radius 

Temperature
Range

mm

C°

mm

N

kg/km

4

6.0

40

190

50

Transmission Characteris�cs: 

Frequency
(MHz)

Return Loss
(dB)
Min

A�enua�on
(dB/100m)

Max

Next 
(dB)
Min

ACRF
(dB/100m)

Min 

PSNEXT 
(dB)
Min

PS ACRF
(dB/100m)

Min

1.0
4.0
8.0

10.0
16.0
20.0
25.0

31.25
62.5

100.0
200.0
250.0

20 + 5 log (f)
2.0
3.8
5.3
6.0
7.6
8.5
9.5

10.7
15.4
19.8
29.0
32.8

74.3
65.3
60.8
59.3
56.2
54.8
53.3
51.9
47.4
44.3
39.8
38.3

72.3
63.3
58.8
57.3
54.2
52.8
51.3
49.9
45.4
42.3
37.8
36.3

67.8
55.8
49.7
47.8
43.7
41.8
39.8
37.9
31.9
27.8
21.8
19.8

64.8
52.8
46.7
44.8
40.7
38.8
36.8
34.9
28.9
24.8
18.8
16.8

570
552
547
545
543
542
541
540
539
538
537
536

Propaga�on
Delay Skew
(ns/100m)

Max

Propaga�on
Delay

(ns/100m)
Max

45

25

25-7log(f/20)

Example Ordering Informa�on:
Cat6-0.25B
Cat6 = rapidconnect Cat6 LSZH RJ45 Patch Cable 
0.25 = 0.25 Metre 
B = Blue
E= Green 
R= Red
Y= Yellow 
G = Grey 
U = Purple 
W = White
K = Black 
P = Pink 


