
All Dielectric Self Suppor�ng
Fibre Op�c Cable

(ADSS) 

A-Series 



Dry Water Blocking
Internal dry water blocking technology improves the working environment whilst simplifying the work site 
clean-up. Addi�onally Dry Water Blocking prevents water migra�on in the event of a breach in the sheath.

All Dielectric Construc�on
The rapidconnect ADSS Fibre Op�c Cable does not contain any metalic elements, meaning there is no
electromagne�c interference with the cables performance. This cable is very suitable for any 
communica�on near electric power systems.

Truely Self-Suppor�ng
The rapidconnect ADSS Fibre Op�c Cable is fully Self-Suppor�ng and does not require a seperate 
messanger wire. Installa�ons are achieved in a single pass.

Australian Made for Australian Condi�ons
The rapidconnect Loose Tube Fibre Op�c Cables are manufactured in Australia for Australian condi�ons. 
Whether this be Nylon Jacketed, a PE Sacrifical Sheath or whether it is offering a 100% Rodent Proof Loose 
Tube Fibre Op�c Cable - you can be certain that the rapidconnect product has been designed with the very 
unique environmental condi�ons that Australia offers.



rapidconnect 25 Year Enterprise Cabling Infrastructure System Warranty
All rapidconnect Loose Tube Fibre Op�c Cables are available to be used as part of the rapidconnect 25 Year 
Enterprise Cabling Infrastructure System Warranty. Please contact us if you would like further informa�on 
about this exci�ng program.

Iden�fica�on
Easy to follow iden�fica�on chart to ensure effcient cable management.



Technical Specifica�ons: 

Fibre Count
OD of Loose Tube (mm)
Max Fibre Count/Tube

Number of Tubes
Number of Fillers

Water Blocking Material
FRP/Coat (mm)

Inner Sheath 
Thickness (mm)

Inner Sheath OD (mm)
Reinforced Materials

HDPE Sheath 
Thickness (mm)

OD of Cable (mm)
Net Weight (kg/km)

Max. Span (m)
Max. Wind Speed (km/hr)

12F 24F 36F 48F

6
6

250
200

0.8 ± 0.1

Water Blocking Tape/Yarn

9.6 11.5

4
4

143 146 147 191

Aramid Yarn

1.6 ± 0.1

13.8 ± 0.413.7 ± 0.4 15.6 ± 0.4

2
2 2

8
????????

2.5 ± 0.1 2.6 ± 0.1

2.6 ± 0.1 (3.1/3.5) ± 0.1

Temperature Range: 

Opera�ng Temperature
Store/Transport Temperature

Installa�on Temperature

-40°C ~ +60°C
-50°C ~ +70°C
-20°C ~ +60°C

Ordering Informa�on: 

Max Span: 250 Meter
Wind Speed: 200 kms/hr 

AS2-12-200-250 12 Fibre OS2 ADSS Cable (200Kms/Hr - 250m Span)
AS2-24-200-250 24 Fibre OS2 ADSS Cable (200Kms/Hr - 250m Span)
AS2-36-200-250 36 Fibre OS2 ADSS Cable (200Kms/Hr - 250m Span)
AS2-48-200-250 48 Fibre OS2 ADSS Cable (200Kms/Hr - 250m Span)



Technical Specifica�ons:
Fibre Count 12F 24F 36F 48F

OD of Loose Tube (mm)
Max Fibre Count/Tube

Number of Tubes
Number of Fillers

Water Blocking Material
FRP/Coat (mm)

Inner Sheath 
Thickness (mm)

Inner Sheath OD (mm)
Reinforced Materials

HDPE Sheath 
Thickness (mm)

OD of Cable (mm)
Net Weight (kg/km)

Max. Span (m)
Max. Wind Speed (km/hr)

6
6

500
100

0.8 ± 0.1

Water Blocking Tape/Yarn

9.6 9.9

4
4

139 140 142 154

Aramid Yarn

1.6 ± 0.1

13.6 ± 0.4 14.1 ± 0.4

2
2 2

4
????????

2.5 ± 0.1 2.6 ± 0.1

2.6 ± 0.1 2.7 ± 0.1

12

Temperature Range: 

Opera�ng Temperature
Store/Transport Temperature

Installa�on Temperature

-40°C ~ +60°C
-50°C ~ +70°C
-20°C ~ +60°C

Ordering Informa�on: 

Max Span: 500 Meter
Wind Speed: 100 kms/hr 

AS2-12-100-500 12 Fibre OS2 ADSS Cable (100Kms/Hr - 500m Span)
AS2-24-100-500 24 Fibre OS2 ADSS Cable (100Kms/Hr - 500m Span)
AS2-36-100-500 36 Fibre OS2 ADSS Cable (100Kms/Hr - 500m Span)
AS2-48-100-500 48 Fibre OS2 ADSS Cable (100Kms/Hr - 500m Span)



Technical Specifica�ons: Max Span: 100 Meter Wind Speed: 200 kms/hr 

Temperature Range:

Fibre Count 12F 24F 36F 48F
OD of Loose Tube (mm)
Max Fibre Count/Tube

Number of Tubes
Number of Fillers

Water Blocking Material
FRP/Coat (mm)

Inner Sheath 
Thickness (mm)

Inner Sheath OD (mm)
Reinforced Materials

HDPE Sheath 
Thickness (mm)

OD of Cable (mm)
Net Weight (kg/km)

Max. Span (m)
Max. Wind Speed (km/hr)

6
6

100
200

0.8 ± 0.1

Water Blocking Tape/Yarn

98.7 9.3

4
4

115 117 119 130

Aramid Yarn

1.6 ± 0.1

12.4 ± 0.4 13.0 ± 0.4

2
2 2

4
????????

2.2 ± 0.1 2.4 ± 0.1

2.3 ± 0.1 2.5 ± 0.1

12

Opera�ng Temperature
Store/Transport Temperature

Installa�on Temperature

-40°C ~ +60°C
-50°C ~ +70°C
-20°C ~ +60°C

Email: sales@andcorp.com.au
website: www.andcorp.com.au

Ordering Informa�on: 

Max Span: 100 Meter
Wind Speed: 200 kms/hr 

AS2-12-200-100 12 Fibre OS2 ADSS Cable (200Kms/Hr - 100m Span)
AS2-24-200-100 24 Fibre OS2 ADSS Cable (200Kms/Hr - 100m Span)
AS2-36-200-100 36 Fibre OS2 ADSS Cable (200Kms/Hr - 100m Span)
AS2-48-200-100 48 Fibre OS2 ADSS Cable (200Kms/Hr - 100m Span)
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